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Up to 8 Modules in any Order
Isolated EIA-232 or EIA-485
RJ45, Micro-D, or D-Sub

SUE-SUF * Micro-D
SUG-SUH + RJ45

SUI-SUJ  D-Sub*
* flat cable attached

SUE-SUF ¢ Micro-D
SUG-SUH < RJ45

SUI-SUJ  D-Sub*
* flat cable attached

SUE-SUF ¢ Micro-D
SUG-SUH ¢ RJ45

SUI-SUJ ¢ D-Sub*
* flat cable attached

SUE-SUF * Micro-D
SUG-SUH ¢ RJ45

SUI-SUJ ¢ D-Sub*
* flat cable attached

Shown: 4HP 4 x SUH/SUG Modules

8HP F/P for 8 x SUE/F/G/H Modules
12HP F/P for 8 x SUI/J Modules

UART Ports 1 & 5

1=4HP 5=8HP
1&5=flat cable

UART Ports 2 & 6

Simplified Block Diagram
SU3-ENSEMBLE

SUS-ENSEMBLE
RS-232 & RS-485 Isolated
Modular Design

Emulation
8/4/2 Ports
7958/4/2

2=4HP 6=8HP
28&6=flat cable

UART Ports 3 & 7

3=4HP 7=8HP
3&7=flat cable

UART Ports 4 & 8

4=4HP 8=8HP
4&8=flat cable

F/P10 8 4(8) RIO
5-8
1aapEp - T (1-4)
5-8 8HP F/P
1-8 Flat Cable

PI7C9X7958 UART Clock
14.7456MHz (SU3)
50.0000MHz (SU5)
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